TOW CONTRACT EQUIPMENT INSPECTION -Class A
COMPANY NAME DISTRICT ADDRESS
MSPECTOR DATE 1% Znd RECEIVED BY 1% 2nd
CLASS A ID PLATE ID PLATE ID FLATE ID FLATE
- TYPE: TYPE: TYPE: TYFE:

Vehicle Make and Year (older than
2 yrs, attach maintenance records)

Fegisiration (list VIN)

nsurance card (st policy # and exp)

Licenzse Mumber & Expiration (must have two
license plates displayed)

Flinimum 10,000 be. GV Rating

Thomas Broz. Map Guide Book, not mors
than 2 years old

Minirum 5-Ton Boom Rating
(not required on RB and WL)

Minirmum 100 feet of 33 inch Wire rope
free of frays and flat apols RB =351

Tire Changing Equipment - (lug
wrench and jack)

Jumper Cables

Gazoline Can

Diolly dolly bars good tires

Dual tires or equivalent

5 N

Mot less than 3f32nds inch of tire tread

Tires mountsd on rims secured with
manufacturer's recommendead numiber of lug
nuts and lug bolis.

Permanently displayed on each side of the
vehicle: Contractor's Mame — City - State

Four-way flashing system with at least one
flashing light mounted high on the vehicle.

Utility light mounted behind truck  upper -
cab for illuminating the tow area.  Lower -

Portable auxiliary brake lights, tum signal
and tail light for towed vehicles.

Back-up alarm

A fire extinguisher with an Underariter's
Laboratory rating of at least 58.C.

Broom Shove Debns can

10 pounds of 2il absorbent material

“Report Pollution” sticker

Minimum gix flares.

General condition of truck:

Exterior paint, complete instrumentation,
interior condition clean, dashboard and
upholziery, passenger seathelt

2-way radio or cellular gystem capable of
communication with dispatch at all times.

Trailer hitch set for all standard zizes

Reflective vest or clothing




